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1 Introduction

1.1 Document structure

The Tallawarra B open cycle gas turbine power station project (the Project) Environmental Management
Strategy (EMS) provides the overarching strategic environmental management framework for the delivery
(design, construction and operation) of the Project.

Within the management framework provided by the EMS, a Construction Environment Management Plan
(CEMP) has been developed by EnergyAustralia to provide a system of environmental management for the
construction phase of the project. The CEMP includes procedures, policies, and processes to establish and
maintain project compliance and best practice controls. Its implementation will ensure that potential
environmental impacts are managed during the construction of the Project. The CEMP is structured to
include a range of aspect specific management sub-plans, including this document, to translate the
corresponding environmental management requirements, commitments, and conditions of approval into an
actionable construction management plan.

This Traffic Management Sub-Plan (TMP) has been prepared to supplement the CEMP. It should be read in
conjunction with the EMS and CEMP. This TMP should be used to inform the development of activity specific
Environmental Work Method Statements (EWMS).

This TMP is required to be implemented by EnergyAustralia and contractors that undertake construction
work on the project.

1.2 Location and land use

The Project is located at Yallah Bay Road, Yallah approximately 13 km south of Wollongong and 60 km
south of Sydney. The site was previously used for a coal-fired power station, which was decommissioned in
1989. The Project will be constructed immediately adjacent to the existing Tallawarra A combined cycle gas
turbine power station. As a result of its previous uses, the majority of the land surrounding the Project site
(Tallawarra Lands) is vacant and has been cleared of vegetation. Currently, cattle grazing and other rural
activities constitute the primary land use beyond the power station site boundary.

1.3 Tallawarra A power station

The existing Tallawarra A closed cycle gas turbine power station is operated by EnergyAustralia. It will
continue be operational throughout construction of the Project. The Project will utilise much of the existing
Tallawarra Stage A power station equipment and infrastructure during construction, including but not limited
to internal roads and carparking areas.

1.4 Objectives

Objectives, targets, and details of how they will be achieved through the TMP are identified below in Table 1.

Table 1-1. TMP performance objectives and targets

Construction | Construction of the Compliance with all Safeguards and management measures —
compliance | project in accordance with | statutory approvals and Section 5
environmental approvals licences Audits — Section 7.4
and licences . . .
Construction compliance reporting — CEMP
Section 13
Management reviews — CEMP Section 13
and 14
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Public
amenity
impacts

Construction
traffic
impacts

Construction
traffic
impacts

Complaints

Minimise potential
adverse environmental
and public amenity
impacts from construction
activities

Minimise potential
adverse impacts from
construction traffic to the
surrounding road
networks

Minimise potential
adverse impacts on other
road users

To ensure all traffic and
transport complaints are
investigated and
responded to
appropriately

No damage to public
infrastructure

No vehicle or pedestrian
accidents stemming from
construction actions or
traffic management

No significant increase in
traffic disruption or delay.

All complaints
investigated and
management actions
undertaken
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Safeguards and management measures —
Section 5

Audits — Section 7.4

Safeguards and management measures —
Section 5

Audits — Section 7.4

Safeguards and management measures —
Section 5

Audits — Section 7.4

Monitoring procedures in response to
complaints - Section 6.2

Community consultation - Section 7.2

Complaints management - CEMP Section
10.2

Complaints Register — CEMP Section 10.3



2

Relevant legislation and guidelines

2.1 Relevant legislation

The relevant legislation addressed in this TMP include:

Environmental Planning and Assessment Act 1979 (EP&A Act)
EP&A Regulation 2000

Roads Act 1993

Road Transport (Vehicle Registration) Regulation 2007

Road Transport (Mass, loading, and Access) Regulation 2005
Road Transport Act 2013

Heavy Vehicle National Law (HVNL) 2014

Work Health and Safety Act 2011

Wollongong City Council local requirements.

A responsibility table for addressing approvals, licenses, and permits required for the Project is provided in
the EMS Appendix G.

2.2 Guidelines and policies

The guidelines and policies addressed in this TMP include:

NSW EPA Road Noise Policy

NSW Roads and Maritime (RMS) Operating Conditions: Additional Access Conditions Oversize and
overmass heavy vehicles and loads (2017)

RMS Traffic Control at Worksites Manual (RMS, 2020)
NSW Speed Zoning Guidelines v. 4 (RTA 2011)
Austroad’s Guide to Traffic Management (Austroad,2020)
Austroad’s Guide to road safety

RMS Supplements for Australian Standards.

2.3 Conditions of approval

The conditions of approval specifically relating to this TMP are provided in Table 2-1 along with the
responsibility for compliance. Where these conditions translate into an environmental safeguard or
management measure, Table 2-1 indicates where in this TMP (or other management plan) the condition is
addressed.
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Table 2-1: Conditions of approval relevant to the TMP

3.34

3.57

7.3 (b)

The Proponent shall construct and operate the project in a manner that minimises dust emissions from the site, including wind-
blown and traffic-generated dust. All activities on the site shall be undertaken with the objective of preventing visible emissions
of dust from the site. Should such visible dust emissions occur at any time, the Proponent shall identify and implement all
practicable dust mitigation measures, including cessation of relevant works, as appropriate, such that emissions of visible dust
cease.

The Proponent shall utilise existing crossings over Yallah Creek and shall avoid constructing temporary watercourse crossings
for heavy vehicles and machinery.

Upon determining the haulage route(s) for construction vehicles associated with the project, the Proponent shall commission an
independent, qualified person or team to undertake a Road Dilapidation Report for Yallah Bay Road. The report shall assess
the current condition of the road and describe mechanisms to restore any damage that may result due to traffic and transport
related to the construction of the project. The Report shall be submitted to the relevant road authority for review prior to the
commencement of haulage.

The Proponent shall ensure that any measures to restore or reinstate roads affected by the project are undertaken in a timely
manner, in accordance with the requirements of and to the satisfaction of the relevant road authority, and at the full expense of
the Proponent. In the event of a dispute between the parties with respect to the extent of restorative work that may be required
under this condition, any party may refer the matter to the Secretary for resolution. The Secretary’s determination of any such
dispute shall be final and binding on the parties.

As part of the CEMP for the project, required under condition 7.2 of this approval, the Proponent shall prepare and implement
the following: ...

b) a Traffic Management Plan prepared in consultation with TINSW, Wollongong City Council and emergency services to
manage the construction traffic and access impacts of the project including, but not necessarily limited to -

i) details of how construction of project infrastructure will be managed in proximity to local and regional roads,
i) details of traffic routes for heavy vehicles, including any necessary route or timing restrictions for oversized loads,

iii) construction vehicle volumes (construction personnel, heavy vehicle movements and oversized loads),

iv) measures to ensure traffic volume, acoustic and amenity impacts along construction vehicle routes are minimised,

HSSE Lead

Contractor

HSSE Lead

Contractor

Contractor

Contractor

HSSE Lead

Contractor

Contractor

Contractor

Contractor

Contractor

NAQMP

Section 3.2.5
Table 5-1

Section 3.2.3
Section 3.3.4
Table 5-1

Table 5-1

This TMP

Appendix A

Section 3.1
Section 3.1

Section 3.1
NAQMP

Table 5-1
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V) details of construction activities that would require disruption to traffic such as road closures and measures to minimise Contractor Section 3.1
impacts, Table 5-1

vi) a Construction Vehicle Code of Conduct to set driver behaviour controls to minimise impacts on land uses along haulage Contractor Section 3.2.8
routes Appendix C
vii) evidence that all statutory responsibilities with regard to road traffic impacts have been complied with. Contractor Section 3.3

EMS Section 7.6
EMS Appendix G
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3 Aspects and impacts

3.1 Aspects

3.1.1 Road network

Local roads surrounding the Project site will generally not be used for the Project, except for Yallah Bay
Road, which provides the main road access to the Project site from the Princes Highway. Yallah Bay Road is
owned and controlled by Wollongong City Council.

Most roads surrounding the Project area that will be used for construction purposes are main roads that are
controlled by Transport for NSW. This includes the Princes Highway and Princes Motorway which are
located about two kilometres west of the project site. The Princes Highway and Princes Motorway provide
the main road accesses north towards Wollongong and south from the project site.

The main roads around the project site are shown in Figure 1.
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3.1.2

Construction vehicles

Table 3-1 outlines the main vehicle types that will be used during construction of the Project, and their

purpose.

Table 3-1. Vehicle types

Light vehicles (e.g. cars)
Heavy vehicles

Class 1 Restricted Access
Vehicles (OSOM)

Excavators and backhoes
Front-end loaders
Graders

Semi-tipper trucks
Scrapers

Bulldozers

Rollers

Water trucks

Cranes

Cherry picker

Compactors

3.1.3

Construction workers, general public and visitors
For equipment and materials transportation

Equipment haulage (e.g. the gas turbine, generator, and transformers)

Excavation for drainage, site levelling and pipeline trenching

Removal of excavated material

Site levelling

Equipment haulage, materials and equipment delivery

Excavation and site levelling

Ground preparation

Surface compaction

Dust suppression

Assembly of prefabricated building items and positioning of equipment
Stringing of transmission lines

Site compaction for the base of infrastructure items

Construction vehicle parking

Construction vehicle parking on the site will be designed to keep interactions between construction traffic,
other vehicles (visitors and employees) to a minimum. Construction vehicles will generally use the parking
areas identified in Figure 2. However, actual vehicle parking arrangements may be varied on a day to day

basis depending on the site activities and stage of construction. The construction ancillary sites may also be
used for light vehicle or heavy vehicle parking as required during construction.
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3.1.4 Light vehicle traffic volume and profile

The existing Tallawarra Stage A power station will be fully operational throughout construction of the Project.
Typical light vehicle traffic associated with the Tallawarra Stage A power station includes approximately:

25 light vehicles per day, for a total of 50 light vehicle trips (inbound and outbound) per day

The existing traffic profile for the Tallawarra A operational traffic is generally evenly spread over day and
night movements, seven days per week. As the power station operation is intermittent, some variation in the
operational traffic profile are common.

In addition to the Tallawarra A power station operational traffic, construction of the Project will generate
(approximately) an additional:

200 light vehicles per day, for a total of 400 light vehicle trips (inbound and outbound) per day
Most of these construction traffic movements will occur during standard construction working hours.
Most of the Project construction personnel will commute from the local region to the Project site.

Actual Project traffic volumes and traffic profile will vary on a day to day basis depending on the site activities
and stage of construction underway.

3.1.5 Heavy vehicles
Heavy vehicle volume and profile

The existing Tallawarra Stage A power station will be fully operational throughout construction of the Project.
Typical heavy vehicle traffic associated with the Tallawarra Stage A power station includes approximately:

6 heavy vehicles per day, for a total of 12 heavy vehicle trips (inbound and outbound) per day.

The existing traffic profile for the Tallawarra A operational traffic is generally evenly spread over day and
night movements, seven days per week. As the power station operation is intermittent, some variation in the
operational traffic profile are common.

In addition to the Tallawarra A power station operational traffic, construction of the Project will generate
approximately:

50 heavy vehicle per day for a total of 100 heavy vehicle trips (inbound and outbound) per day.

Actual Tallawarra A heavy vehicle traffic volumes varies day to day and Tallawarra B Project heavy vehicle
volumes and profile will vary on a day to day basis depending on the site activities and stage of construction.
In general, heavy vehicle traffic will be peak during the initial site establishment and set up stage of the
project while equipment is being delivered. Throughout construction and into commissioning, deliveries to the
project site will continue at a reduced volume compared to the initial peak.

Heavy vehicle route

Most of the heavy vehicle traffic is likely to commence from Port Botany as inbound container cargo
deliveries to the Project site. The typical transport route from Port Botany to the Project site will be:

Port Botany (origin)

7.5km Botany Road and Foreshore Road to General Homes Drive / M1, Mascot
33km Al to M1, Waterfall

50km M1 to Fowlers Road, Dapto

5km Fowlers Road to Princes Highway, Yallah

Yallah Bay Road, Yallah (Project site, destination).

Further detail on heavy vehicle route planning is provided in Appendix B.
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Heavy vehicle restrictions

Heavy vehicle loads are determined by overall dimensions and mass (weight). For containerised loads to site
from Port Botany, heavy vehicles will not exceed:

= 19.0M in overall length - including the conveying vehicle (prime mover inclusive)
= 2.5Min overall width
= 5.0M in overall height — including the trailing equipment (trailer)

= 42.5 Tonne — inclusive of the conveying vehicle, trailing equipment and combined cargo (this represents a
‘Divisible Consolidation’).

Any containerised packages exceeding the above, will be unpacked at Port Botany and transported as an
indivisible load to the Project site.

Heavy vehicle delivery timing

Heavy vehicle traffic movements will be timed to arrive and unload at the Project site during standard
construction working hours.

3.1.6 Over size over mass vehicles

Over size over mass (OSOM) vehicles are heavy vehicles that carry, or are specially designed to carry, a
large indivisible item. OSOM vehicles are defined as Class 1 vehicles under the Heavy Vehicle National Law.
A vehicle or vehicle combination is considered to be OSOM if it exceeds any general access mass or
dimension limits.

OSOM movements

OSOM equipment and materials will be needed for the construction of the Project. Three OSOM loads will be
transported to the Project site from Port Kembla, for the gas turbine, generator and main transformer.

OSOM size and weight

The expected total weight and size of the OSOM cargo is outlined in Table 4. Full details on the size and
weight of these loads and how these loads will be carried is provided in Appendix B.

Table 3-2. OSOM cargo details

5.05 372 1

Turbine 10.83 4.95

Generator 12.85 4.16 4.45 365 1

Transformer 11 3.5 4.2 250 1
OSOM route

The OSOM traffic route will generally follow the route described and assessed in detail by Lampson (2021)
as detailed in Appendix B. An overview map of this route from Port Kembla to the Project site is provided in
Figure 4. The route generally traverses the following roads:

= Port Kembla (origin)
= Springhill Road

= Five Islands Road

= Princes Motorway

= Princes Highway

= Yallah Bay Road (destination).
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This OSOM route will need to address constraints including bridge crossings, overhead electricity lines —
including high voltage lines spanning the road, overhead signage, overhead bridges, and the Tallawarra
Power Station entry gate. These constraints and the route to be used have been considered in detail in
Appendix B and will be addressed by the OSOM permitting process.

Travel route map image from Google

Figure 4: OSOM route (Lampson, 2021)

OSOM timing and timing restrictions

The timing for specific OSOM leads will be subject to detailed planning and will be confirmed with
stakeholders as part of the OSOM permitting process (refer to Section 3.3.1).

OSOM traffic movements will generally be conducted outside of peak traffic hours on the local network in
accordance with advice from Transport for NSW during consultation (refer to Appendix A). For this purpose,
peak hours means Monday to Friday (except on a state-wide public holiday) between the hours of 7:00am
and 9:00am and between 4:00pm and 6:00pm. The out of hours work protocol provided in the NAQMP must
be followed for project work outside of standard working hours.

OSOM loads wider than 2.5 metres or longer than 22 metres will not travel in a Clearway or Transit Lane in
the NSW Urban Zone between Monday and Friday (except on a state-wide public holiday) between the
hours of 6:00 am and 10:00 am and between the hours of 3:00 pm and 7:00 pm on a day when a clearway
or transit lane restriction applies.
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3.21 Project GeoPortal and sensitive area maps

The Project’s environmentally sensitive areas are identified and visually displayed in the project .
The GeoPortal is a web-based geospatial mapping tool that digitally identifies site environmentally sensitive
areas and key project features and ancillary facilities.

Works should consider avoidance, management and/or mitigation of these environmentally sensitive areas.
Further information is available in Section 6.4 of the CEMP.
Specific information available in the Project GeoPortal relevant to the TMP include:

Aerial imagery

Road mapping data

Designated project parking areas

Construction areas.

3.2.2 Public road user disruption

Pedestrian and public access to public areas adjacent to the site around foreshore areas is permitted
through Yallah Bay Road. Most of the public access to the area is based around lakeside recreation. Public
carparks are provided south of Yallah Bay Road adjoining the lake. Yallah Bay Road is a not a through-road
and the recreation areas it connects to have little public amenities provided. As such, pedestrian and public
vehicle movements are generally low in volume.

The impacts on local public traffic as a result of the Project will be minimal, localised, and short-term. The
potential for Project traffic to impact public road users in the vicinity of the Project site is very low risk.

During the project some measures may be put in place to manage the movement of pedestrians and public
access for safety. The closure of Yallah Bay Road after the public boat ramp and barricading/fencing of the
roadsides may be warranted during construction, and the appropriate plans will be submitted to Wollongong
City Council to acquire any relevant permits (i.e. Section 138 approval under the Roads Act 1993).

As identified in Section 5 Project warning signs for the general public and employees will be provided and
maintained.

3.2.3 Road dilapidation

Damage of the Wollongong City Council controlled Yallah Bay Road is a potential impact from the project
due to the increased traffic volumes associated with construction, and as a result of heavy vehicle, including
OSOM vehicle usage.

3.24 Yallah Bay Road bridge loading limits

Adjacent to the Project site, two bridges are located on Yallah Bay Road. The bridge loading capacity is
currently being investigated. EnergyAustralia will ensure that no loads over the specified bridge loading use
the bridges. Any loads over the bridge loading limits will be transported through the Tallawarra Power Station
site, avoiding the need to cross the Yallah Bay Road bridges.

3.25 Internal Tallawarra A Power Station roads

Existing internal Tallawarra Power Station roads and accesses will be utilised during construction of the
project. Construction traffic will be confined to maintained tracks and roads.
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In accordance with CoA 3.34, existing crossings over Yallah Creek, Yallah Gully and the power station canal
will be utilised and no temporary watercourse crossings will be constructed for heavy vehicles and
machinery.

3.2.6 OSOM measures to minimise impacts

Due to the changing nature of the road environment, increasing traffic levels and increasing demand for
OSOM movements there is need to closely manage the risk and journey disruptions caused by OSOM
movements. To provide the necessary increased management of 'High Risk' OSOM movements, the NSW
government requires development of OSOM Transport Management Plans (TMP).

An OSOM TMP is a comprehensive document that describes how an OSOM movement will be safely
undertaken in NSW. This document is structured to enable the recording of plans, procedures and other
operational activities that will be required to safely transport an OSOM movement in NSW. An OSOM TMP
provides a comprehensive planning and execution focus for 'High Risk' OSOM movements to ensure that
these movements are carried out in a safe and responsible manner with reduced impact on other road users
and road infrastructure.

An OSOM TMP must be prepared as part of the process to obtain an OSOM permit (refer to Section 3.3.1)
and is a specific requirement of Transport for NSW as identified in consultation for this plan (refer to
Appendix A). The OSOM TMP will be prepared consistent with the Principal Contractor OSOM Transport
Management Strategy (Appendix B) which also provides additional details on OSOM movements and TMP
requirements.

3.2.7 Speed limits

Current speed limits employed at the Project site are 80km/hr along Yallah Bay Road, up to 10km/hr on
internal and service roads and up to 40km/hr on internal roads in the broader Tallawarra Lands area.

Speed limits during construction may be adjusted in response to construction works going on, in accordance
with state and federal legislation, Traffic control at work sites Technical Manual (TCaWsS Manual, RMS
2020), NSW Speed Zoning Guidelines, and Australian Standards. All construction personnel must comply
with Project speed limits and the Construction Vehicle Code of Conduct (refer to Section 3.2.8).

3.2.8 Construction vehicle code of conduct

A Construction Vehicle Code of Conduct is designed to set minimum standards for driver behaviour to
minimise impacts on other road users, land uses or the environment along haulage routes. The Principal
Contractor has selected Lampson for undertaking the heavy haulage including the OSOM haulage for the
project. The Lampson vehicle Drivers Manual (Appendix C) contains the measures necessary to comply with
CoA 7.3.b(vi).

All construction personnel and construction vehicle operators must comply with the code. Evidence will be
obtained and kept on record by the Contractor to confirm that the Code of Conduct has been read,
understood and signed by all involved in the construction works as part of training and competency.

Other contractors may use their own construction vehicle code of conduct, provided EnergyAustralia has
reviewed and approved the code as compliant with CoA 7.3.b(vi) prior to commencement of construction
vehicle movements.

3.2.9 Noise and dust

A Road Traffic Noise Assessment is included in the Noise and Vibration Impact Assessment that was
prepared for the Project to support MOD 2 (Benbow Environmental, 2020). The impact of road noise was
predicted to comply with the Road Noise Policy (RNP). Management and mitigation measures related to
construction traffic noise impacts are detailed in the Noise and Air Quality Management Sub-Plan (NAQMP).

Traffic and transport movements can contribute to dust generation, particularly on unsealed roads. The EA
(SKM, 2009) assessed construction dust generation to potentially occur during construction and in particular
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during windy conditions. Measures to minimise dust generation have been included in the Noise and Air
Quality Management Sub-Plan (NAQMP).

3.3 Hold points

Hold points relevant to the TMP are associated with OSOM permitting, road occupancy licences, traffic
control plans and dilapidation reporting.

3.3.1 OSOM permitting

All heavy vehicles seeking a permit for travel within NSW permit applications must be submitted to the
National Heavy Vehicle Regulator (NHVR) via the NHVR Portal. TINSW and local Councils cannot issue
permits directly to operators.

A detailed analysis of OSOM routes and associated permit issues is provided in Appendix B.

No OSOM movements are to be undertaken without a current OSOM permit in place.

3.3.2 Road Occupancy License (ROL) and Section 138

A Road Occupancy Licence (ROL) is required before commencing work within a classified road reserve or
commencing work within 100m of traffic signals. The contractor will obtain any necessary ROLs by
submitting applications at least 10 business days prior to commencing work. No works are currently
proposed that are expected to require a ROL.

If an ROL is required for any aspect of the project it will be obtained by lodging applications through
ServiceNSW’s Online PLanned INCident System (OPLINC). The process to obtain a ROL is as follows:

= Consult the ROL Manual, at: Road Occupancy Manual (nsw.gov.au)

= Apply for an ROL, at: Apply for a Road Occupancy Licence | Service NSW

= |f the business is already registered, contact the Road Occupancy Unit:
— Phone 8396 1513 from 8.30am to 4.30pm Monday to Friday; or

— Email TMC PlU@tmc.transport.nsw.gov.au.

= |f the business is not registered, register at oplinc (myrta.com).

Approval for road reserve works on Council owned assets is granted by Council under Section 138 of the
Roads Act. A Section 138 application to Wollongong City Council is required for undertaking any work on
public roads, footpaths, or land between a road and private property. These areas are known as the road
reserve. Possible project works that may require a Section 138 applications could include:

= Stringing transmission line conductors over Yallah Bay Road.
= Installation of temporary gates across Yallah Bay Road
= |nstallation of temporary roadside barriers or fencing on Yallah Bay Road

Any Section 138 applications must be undertaken in accordance with Wollongong City Council guidelines
available from htips://www.wollongong.nsw.gov.au/development/construction-and-works/works-on-
roads-and-footpaths.

3.3.3 Traffic Control Plans and traffic control

Traffic Control Plans (TCPs) are designed to implement the specific traffic and transport controls identified in
the CEMP, OSOM TMPs, and any other relevant documents or plans. TCP’s will be required for the Project

as part of any application for a Road Occupancy Licence (ROL) or Section 138 applications (refer to Section
3.3.2).
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It is not anticipated that specific traffic control will be needed along any transport routes, except as may be
required by OSOM permits (refer to Section 3.3.1) or in accordance with Road Occupancy Licences or
Section 138 applications (refer to Section 3.3.2).

3.34 Road dilapidation

In accordance with Condition of Approval 3.57, upon determining the haulage route(s) for construction
vehicles associated with the Project, the Contractor will commission an independent, qualified person or
team to undertake a Road Dilapidation Report for Yallah Bay Road. The Road Dilapidation Report will
assess the current condition of Yallah Bay Road and describe mechanisms that will be undertaken to restore
any damage that may result from traffic and transport associated with construction of the Project.

Prior to the commencement of haulage the dilapidation report will be provided for review by Wollongong City
Council.

EnergyAustralia will ensure that any measures to restore or reinstate roads affected by the project are
undertaken in a timely manner, in accordance with the requirements of and to the satisfaction of the relevant
road authority, and at the full expense of the Proponent (or contracted party). In the event of a dispute
between the parties (i.e. Wollongong City Council and the Proponent) with respect to the extent of restorative
work that may be required under this condition, any party may refer the matter to the Secretary for resolution.
The Secretary’s determination of any such dispute will be final and binding on the parties. Any dispute
between the Contractor and the Proponent in relation to restorative work will be dealt with in accordance with
the relevant EPC contract.
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4 Roles and responsibilities

Project personnel roles and responsibilities are described in the CEMP. Responsibilities for the
implementation of specific environmental mitigation measures are indicated in Section 5.
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5 Environmental safeguards and management
measures

The Project environmental safeguards and management measures are consolidated in Table 5-1.

5.1 Conditions of approval

The conditions of approval specifically relating to this TMP are provided in Error! Reference source not f
ound. along with the responsibility for compliance. Where these conditions translate into an environmental
safeguard or management measure, they are included in Table 5-1.

52 Statement of commitments

The Environmental Assessment Statement of Commitments (EA, 2009) provides the mitigation measures
and safeguards that have been developed to manage potential environmental impacts associated with the
Project. The Environmental Assessment Statement of Commitments specifically applicable to this TMP are
addressed in Table 5-1.

The Environmental Assessment Statement of Commitments includes a requirement that “Tallawarra A
project traffic and transport mitigation measures and safeguards will be reinstated for the construction of the
Tallawarra Stage B power station.” To comply with this requirement Table 5 includes the Tallawarra A project
traffic and transport mitigation measures and safeguards.

The Submissions Report Statement of Commitments (EA, 2010) modified and augmented several of the
Environmental Assessment Statement of Commitments. None of the Submissions Report Statement of
Commitments relate to the management of potential traffic impacts.

5.3 Commitments made in Project modifications

No commitments relevant to the management of potential traffic impacts have been made in Modification 1,
Modification 2, submissions reports associated with these modifications, or technical specialist studies that
prepared to support the modification applications.

5.4 Environmental protection licence

No licence conditions relevant to the management of potential traffic impacts are required by the
environmental protection licence (EPL).
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Table 5-1. Environmental safeguards and management measures for traffic impacts

To minimise the A traffic management plan will be developed as part of the CEMP. Preconstruction | = HSSE Lead = This plan Statement of
impact of Commitments
construction traffic on = Contractor (SKM, 2009)
surrounding road
network All construction personnel will be trained on the Construction Vehicle Code of = Construction Contractor = Training Condition of
Conduct (TMP Appendix C). Evidence that the Code of Conduct has been records approval
read, understood and signed by all involved in the construction works will be
kept on record.
Areas identified in Figure 2 and Figure 3 of the TMP will be used for light Construction Contractor = Inspections Modified
vehicle or heavy vehicle parking as required during construction. Access to . Statement of
these areas will be designed to minimise the interaction between construction " Audits Commitment
vehicles and other vehicles. Parking of construction vehicles outside of the Lot ;
boundary along Yallah Bay Road is not permitted. (Zlf)r;zr)gyAustraha
Consultation with the relevant roads authority will be undertaken before the Preconstruction Contractor = Appendix A Statement of
commencement of works that may affect public roads or traffic. This includes Construction Commitments
the necessary approvals and conditions required by TINSW for Over Size . OSO'_V' (SKM, 2009)
Over Mass vehicles. permits '
EA (2009)
8.10.2
Traffic and transport mitigation measures and safeguards implemented for the = Preconstruction Contractor = This plan Statement of
construction of the Tallawarra Stage A plant will be reinstated for the Construction Commitments
construction of the Project. (SKM, 2009)
OSOM movements will be scheduled to depart Port Kembla in the early Preconstruction Contractor = OSOM TINSW
morning or late at night to avoid peak travel times on public roads. Construction permits consultation
= OOHW requirement
protocol
Provide Transport for NSW and EPA with an OSOM movement schedule, Construction Contractor = Weekly TINSW
updated weekly, from the commencement of construction until all OSOM movement consultation
movements are completed schedule requirement
and
construction
program
= Audit
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pedestrian safety

To avoid or mitigate
potential water, noise

and dust pollution
associated with
Project traffic

Warning signs associated with the Project for the general public and Preconstruction

employees will be re-installed / retained

Section 138 Approval under Roads Act 1993 will be acquired from Wollongong | Construction
City Council to allow for installation of roadside barricading, fencing and
installation of temporary gates on Yallah Bay Road

Truckloads that have the potential to create a dust nuisance will, if required, Construction
be either covered or dampened prior to traversing public roads

All transport vehicles to have proper noise attenuation and maintained in good = Preconstruction
order Construction
Review transport routes and times to minimise noise impact on residents and Preconstruction

disruption to general traffic.

HSSE Lead

Contractor

Contractor

Contractor

Contractor

Contractor

= Audits

= Section 138
Approval

= EWMS

= Daily visual
dust
inspections

= EWMS

" Maintenance
records

= Monitoring
records

= Complaints

= This plan

= OSOM
permits

= EWMS
= Audits

= Complaints

To ensure public and

EA (2009)
7.10.1

Tallawarra
Stage A
measure

Condition of
Approval 1.7

EA (2009)

Tallawarra
Stage A
measure

Benbow
Environmental
(2020)

NAQMP

EA (2009)

Tallawarra
Stage A
measure

NAQMP

EA (2009)

Tallawarra
Stage A
measure

NAQMP
(Appendix B
OOHW
Protocol)
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4.

To monitor and
maintain public roads

Existing crossings over Yallah Creek will be utilised and no temporary
watercourse crossings will be constructed for heavy vehicles and machinery.

Notify Transport for NSW of planned over-dimension and over-weight vehicle
movements and obtain conditions

Develop and implement a Construction Vehicle Code of Conduct to set driver
behaviour controls and minimise impacts on land uses along haulage routes.

Prevent spillage of materials on public roads and clean up any spilt material.

Regular (monthly) visual inspections of Yallah Bay Road surface condition will
be undertaken to assess road condition against the dilapidation report.

Upon determining the haulage route(s) for construction vehicles associated
with the project, the Proponent shall commission an independent, qualified
person or team to undertake a Road Dilapidation Report for Yallah Bay Road.
The report shall assess the current condition of the road and describe

mechanisms to restore any damage that may result due to traffic and transport

related to the construction of the project. The Report shall be submitted to the
relevant road authority for review prior to the commencement of haulage.

Construction

Preconstruction
Construction

Preconstruction

Construction

Preconstruction
Construction

Preconstruction

Project number MP07_0124 File TALLAB-TMP-Version-2.5 clean, 2022-04-20 Revision 2.4 # 27

= Contractor

= Contractor

= Contractor

= Contractor

= Contractor

®  Contractor

= Project
Director

Section3.25 =
Audits

Appendix A u

OSOM m
permits

Section 3.2.8 =

Appendix C

Construction =
Vehicle

Code of
Conduct
(Section

3.2.8 and
Appendix C)

Incident
management
(Section 7.5)

Dilapidation u
report

Monitoring u
reports
(section 6)

Dilapidation u
report

Wollongong
City Council
consultation
records

Condition of
approval

EA (2009)

Tallawarra
Stage A
measure

Condition of
approval

EA (2009)

Tallawarra
Stage A
measure

EA (2009)
7.10.2

Tallawarra
Stage A
measure

Condition of
Approval 5.7



5.

6.

To minimise impact
of construction traffic
to other road users

Compliance and
Monitoring

The Proponent shall ensure that any measures to restore or reinstate roads
affected by the project are undertaken in a timely manner, in accordance with
the requirements of and to the satisfaction of the relevant road authority, and
at the full expense of the Proponent. In the event of a dispute between the
parties with respect to the extent of restorative work that may be required
under this condition, any party may refer the matter to the Secretary for
resolution. The Secretary’s determination of any such dispute shall be final
and binding on the parties.

Determine Yallah Bay Road bridge weight loading limits and limit the use of
bridges by construction vehicles, plant and equipment to comply with bridge
load limits.

Provide adequate off-road parking for construction workforce.

Traffic will be confined to maintained tracks and roads.

Complaints will be investigated promptly, and appropriate action initiated to
reduce impact as per guidelines in the CEMP.

Regular internal and external inspections

Construction

Preconstruction
Construction

Preconstruction

Construction

Construction

Construction

Contractor

Project
Director

Project
Director

Project
Director

HSSE Lead

Contractor

HSSE Lead

Contractor

HSSE Lead

Contractor

Dilapidation
report

Wollongong

City Council

consultation

or inspection
records

Dilapidation
report

Section 3.1.6

Section 3.1.5
EWMS

CEMP
Audits

Complaints
Register

Inspection
Reports
(section 6)

ER reports

External
reports

= Condition of
Approval 5.7

= Wollongong City
Council
consultation
requirement

= EA (2009)

= Tallawarra
Stage A
measure

= EA (2009)

=" Tallawarra
Stage A
measure

= EA (2009)

= Tallawarra
Stage A
measure

= EA (2009)

= Tallawarra
Stage A
measure
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6

Monitoring

Monitoring, measurement, analysis and evaluation for the project is detailed and maintained as part of the
EMS, Section 7.5. Specific monitoring requirements that apply to this TMP are provide in Table 6-1.

Table 6-1. TMP monitoring requirements

Public road To check that the Project does not cause Monthly (visual) Construction

dilapidation damage to Yallah Bay Road, in accordance Manager
with the Road Dilapidation Report prepared Contractor
under CoA 3.57.

Regular inspections are a requirement of the CEMP (Section 12). Regular inspections are to include
consideration of:

Construction parking and internal access requirements
Appropriate covers for loads entering and leaving the site
Dust and noise generation from construction vehicles
Maintenance of pedestrian controls

General road safety

Weight of heavy vehicle loads

Construction Vehicle Code of Conduct training and associated record keeping.
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7 Compliance management

7.1 Communication

Communication shall be undertaken as outlined in the EMS Section 6.

For OSOM movements Transport for NSW has requested a weekly movement schedule be provided via
email to interested parties along with a construction program. A safeguard has been included in Table 5-1 to
provide for this communication.

7.2 Consultation
Consultation requirements with agencies or Public Authorities where relevant to the TMP are identified in
Table 7-1. Appendix A contains a detailed agency consultation log.

Table 7-1. TMP agency consultation

Transport for = To comply with condition of approval 7.3 (b) = OSOM management
NSW . .

= If any road occupancy licences are required

= In planning for and implementing OSOM movements

= Following preparation of the road dilapidation report

Wollongong City =  To comply with condition of approval 7.3 (b) = Main issues raised at interactive

ncil . . . resentation:
Counc = In planning for and implementing OSOM movements presentatio

“ Dilapidation of Yallah Bay Road = [FUIEE REEESs D (eenelo

— Road and bridge dilapidation

= Local road and public open space
management

= Note, formal written comments
have not been received.

NSW Police = To comply with condition of approval 7.3 (b) = OSOM management

= In planning for and implementing OSOM movements

7.3 Training and competency

All project personnel are required to undergo site induction training which incorporates TMP measures in
accordance with Section 9 of the CEMP.

7.4 Auditing and reporting

Regular audits are to be completed in accordance with Section 12 of the CEMP. Audits will assess TMP
compliance, to identify any issues of noncompliance, and to confirm licence and approval conditions are
being met. Audits shall also consider how following targets that apply to this TMP are being addressed:

= Adherence to relevant legislation, statutory requirements, permit and/or licenses
= No accidents stemming from unsafe actions or traffic management

= No complaints received in relation to traffic management practices, including no complaints from other
road users, residents, or the public regarding traffic disruptions and traffic flow.
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EnergyAustralia has engaged an approved independent auditor to undertake independent audits in
accordance with the Independent Audit Post Approval Requirements (DPIE, 2020). Further information on
the independent auditing schedule and requirements is found in the EMS Section 7.2.2.

Environmental reporting for traffic management and compliance will be undertaken to track and record
environmental management and compliance for the life of the project. Reporting on audit outcomes is to be
undertaken in accordance with Section 13 in the CEMP. Additional reference is made to Table 13.1 of the
CEMP which details specific reporting requirements that are relevant to this plan.

The management, investigation, reporting and notification process for environmental incidents is to be
undertaken in accordance with:

GECL Emergency Response Plan for Tallawarra B (where related to the construction of the project)

EnergyAustralia TQMS12-HSE-L001 - Emergency Response Plan (where related to the broader project
site or Tallawarra A operations)

Conditions of Approval incident reporting requirements
EPL 555 requirements.

The EnergyAustralia TQMS12-HSE-L0OOL - Emergency Response Plan applies to the broader project site
and incidents that may occur in relation to Tallawarra A operations, and the surrounding Tallawarra Lands. If
there is any doubt as to which Emergency Response Plan applies during an incident, the EnergyAustralia
TQMS12-HSE-L0OO01 - Emergency Response Plan will apply.

If the incident involves pollution or the threat of pollution, the EnergyAustralia TQMS12-HSE-L001-A02 -
Pollution Incident Response Management Plan (PIRMP) must be followed. This plan is a component of
the EnergyAustralia Emergency Response Plan.

Environmental incident notification and reporting would ensure that all environmental incidents and non-
compliances must be immediately reported to the HSSE Lead and Construction Manager. Verbal notification
must occur immediately on becoming aware of the incident or non-compliance. EnergyAustralia will notify
NSW EPA immediately of all pollution incidents that cause or threaten material harm to the environment.
EnergyAustralia will also notify the ER of any environmental incident immediately or within 24 hours of
becoming aware of the incident.

EnergyAustralia will notify the Secretary in writing via the Major Projects website immediately after it
becomes aware of an environmental incident following the requirements of CoA 5.1 and Appendix 1 of the
major project approval. The major project approval Appendix 1 incident reporting requirements are replicated
in Appendix D of this TMP.

For full details of incident management requirements, refer to Section 10 of the CEMP.

This plan will be subject to continuous review throughout the construction and pre-operational stage of the
Project, aimed at identifying areas for improvement. Review will be carried out in accordance with
procedures described in the Section 14 of the CEMP.

This plan will be subject to continuous review throughout the construction stage of the Project, aimed at
identifying areas for improvement.

Specific review of this plan is required to comply with Condition of Approval 7.7. This condition requires that
within 3 months, unless the Secretary agrees otherwise, of:

a) the submission of an incident report under condition 5.1 of this approval;

b) the submission of an Independent Environmental Audit report under condition 5.11 of this
approval,
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c) the approval of any modification to the conditions of this approval; or
d) a direction from the Secretary under condition 1.3 of this approval;

EnergyAustralia must review and, if necessary, revise the studies, strategies or plans required under the
conditions of approval to the satisfaction of the Secretary.

Where this review leads to revisions in any such document, then within 4 weeks of the review the revised
document must be submitted to the Secretary for approval, unless otherwise agreed with the Secretary.

In accordance with project condition of approval 7.8, to ensure the studies, strategies and plans for the
project are updated on a regular basis and incorporate any required measures to improve the environmental
performance of the project, EnergyAustralia may submit revised studies, strategies or plans required for the
project under the conditions of approval at any time.

With the agreement of the Secretary, EnergyAustralia may also submit any study, strategy or plan required
under the conditions of this approval on a staged basis. The Secretary may approve a revised strategy or
plan required under the conditions of approval, or the stage submission of these documents, at any time.

With the approval of the Secretary, EnergyAustralia may prepare the revised or staged strategy or plan
without undertaking consultation with all parties nominated under the applicable condition in this approval.
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Appendix A: Agency consultation log

Consultation undertaken for this TMP is summarised below.

Transport for NSW 03-09-2021 Email and phone call

Transport for NSW | 03-09-2021 Email

Transport for NSW 09-09-2021 Phone call and email

Transport for NSW 14-09-2021 Email - written
comments received
from TINSW

Comments addressed
in TMP.

Emails sent to Transport for NSW seeking consultation contacts

Phone call from James Grima, Network Interface Coordinator — South, Customer & Network Coordination
South, Customer Coordination & Service Delivery | Regional & Outer Metropolitan indicating he was the
appropriate contact for consultation on this project

Discussed the project details
TINSW pleased to be consulted
TfNSW indicated OSOM is the main issue likely to be of interest

TfNSW requested draft TMP by email to review and comment
Draft TMP provided to James Grima, TINSW by Aurecon via email

Call received from James Grima, TINSW requesting a copy of the project conditions of approval.

Aurecon provided Conditions of approval by email in response to the request.

Written comments received from James Grima, TINSW. Consultation comments / issues outlined below:

Comment: Further details will need to be provided on the items/components which will require transportation
including duration of deliveries along with the dimensions/weight expected of OSOM vehicles. Can there be a
commitment to provide a weekly movement schedule via email to interested parties along with a construction
program.

Response: The EPC Contractor has developed an OSOM strategy to cover these details and is included in
Section 3.1.6, Section 3.2.6, Section 3.3.1 and Appendix B of the TMP.

Comment: As these Over Size Over Mass vehicles will significantly impact the state road network and to
minimise the impact to traffic and pedestrians it would be recommended to depart the ports early
morning/late night. This will ensure that when the OSOM vehicles travelling along the corridor will be outside
peak travel times and the impact to the transport network and the customer will be minimal and will also allow
for a greater contingency if the vehicle is delayed or any issues arises on the network.

Response: The EPC Contractor has been informed of this requirement. The TMP Table 5-1 has been
updated with a safeguard to schedule OSOM movements outside of peak times.
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NSW Police

NSW Police

06-09-2021

06-09-2021

Email

Email comments

Comment: Route survey details of the proposed route(s) will need to be provided. Can more detail be
provided on the proposed route especially from Port Kembla and is there is an alternate route as some of the
components maybe unable to travel under and over bridges in Wollongong/Shellharbour due to the height
restrictions and possible weight restrictions on our bridges, further advice will need to be suit from TINSW
bridge teams. Please provided further details on how the intersections will be managed while the OSOM
vehicle is traveling along the designated route (further detail required). Route survey details of the proposed
route(s).

Response: The EPC Contractor has developed an OSOM strategy to cover these details and is included in
Appendix B of the TMP. This information was subsequently provided to TINSW.

Comment: Rex Andrews will need to provide swept paths from George St, Mayfield East to John Renshaw
Drive to ensure OSOM can effectively manage these turns

Response: Subsequent discussions and OSOM planning by the EPC Contractor has removed Newcastle
Port from being used for the project. It was subsequently confirmed by phone with TINSW that no further
consultation was needed to address this comment.

Comment: Further comments will be sent from Sydney region and Newcastle region as there is a possibility
that OSOM movements will need to be transported from either Port Botany or Newcastle Ports.

Response: Noted.

Comment: Below is a link to the Roads-Waterways website which outlines what is required within a TMP
along with the process for review. https://roads-waterways.transport.nsw.gov.au/business-industry/heavy-
vehicles/road-access/restricted-access-vehicles/oversize-overmass/index.html

Response: Noted.
Comment: | have also forwarded the draft TMP onto our OSOM special permits unit for review.

Response: Noted.

Email sent to TRAFFICOSOM@police.nsw.gov.au requesting consultation on the draft TMP for the project.
Draft TMP provided and offer made for a presentation, discussion on the project or other details to be
provided.

Email comments received from Senior Constable Michael McLoon, NSW OSOM Coordinator, NSW police

Comment: Any load on Approved roads 6m wide of > and loads 40m long and > require Police escorting.
This is a standard requirement throughout the state.

Response: Noted. This will be addressed through any OSOM permits obtained for the project.
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NSW Police 07-09-2021
NSW Police 07-09-2021
Wollongong City 22-07-2020
Council

Email

Email

Consultation meetings
and invitation to
comment during public
exhibition of Mod-2

Comment: OSOM loads are not permitted to travel in convey.
Response: Noted. This will be addressed through any OSOM permits obtained for the project.

Comment: Load being escorted by Company pilots and or Police are to communicate on the 1 radio
channel.

Response: Noted. This will be addressed through any OSOM permits obtained for the project.

Comment: When submitting your permit to the NHVR, If police are required? They are there purely to assist
in the free flow of the load through traffic to mitigate as much as possible any negative impact the load
movement has on other road stakeholders. Police are not to form part of the load convey nor are they to be
depicted as such.

Response: Noted.

Comment: In addition to my comments, | think it would be prudent to send the TMP through to Wollongong
Police for their pursual and comment as well. The OSOM contact for Wollongong is Sergeant Phil Roberts
38906@police.nsw.gov.au Ph: 4226 7899

Response: Request for consultation and comment has been sent to Sergeant Phil Roberts (refer to
consultation records in the table below).

Email sent to Sergeant Phil Roberts requesting consultation on the draft TMP for the project in accordance
with consultation comments received from Senior Constable Michael McLoon. Draft TMP provided and offer
made for a presentation, discussion on the project or other details to be provided.

NSW Police representative Senior Constable David Adams, Wollongong Police District responded to the
email to Sergeant Phil Roberts with one comment.

Comment: The only question | would have at this stage is the roads used for the loads leaving the Port. If the
load is exiting Port Kembla via Tom Thumb Road then it will be Wollongong Responsibility to assist. If you
are using the exit on the southern side of the Port it will be the responsibility of Lake Illawarra Police to assist.
The minimum time for police required is 3 hours.

Response: Noted. This information has been provided to the EPC Contractor for addressing alongside any
OSOM permit applications.

Council was invited to respond to EnergyAustralia’s Modification 2 when it was placed on public exhibition.

Council’s formal submission to mod 2 indicated general support for the project and identified no issues that
would be relevant to traffic management planning.
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Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

30/08/21

01/09/21

02/09/21

03/09/21

06/09/21

08/09/21

Email: introduction of
the project

Email: response to
initial project
introduction email

Email: Aurecon
confirmed meeting date

Email: sent meeting
agenda and draft
management plans

Email: Council
confirmation of agenda
and management plans
received

Online/virtual
consultation meeting
with Wollongong City
Council

Purpose of the email was to introduce the project, the proponent and the Condition of Approval
requirement of consultation with Council for the traffic, water quality, flooding and the visual impact
management plans

Aurecon requesting availability of Wollongong City Council for a TEAMs/virtual meeting of the
relevant management plans

Aurecon requesting confirmation of contacts for consultation

Response from Andrew Heaven from Council confirming a TEAMS/virtual meeting with key
stakeholders within Council would be beneficial

Meeting proposed for 08/09/21

Andrew Heaven requesting an agenda with key items for discussion during the meeting including background
regarding the project, timing, constraints, as well as any plans / images

Response email to email sent on 01/09/21 accepting/confirming proposed meeting day/time

Aurecon confirming that agenda and reference materials would be sent to Council prior to meeting

Aurecon sent through meeting agenda

Attached to the email was the draft Soil and Water Management Plan (SWMP), draft Landscape
Plan and the draft Traffic Management Plan (TMP)

Confirmation email from Council that meeting agenda and attached management plans have been
received

MS Team meeting held with the following Council representatives; Andrew Heaven, Nathan Mcbriarty, Rob
Gaudiosi, Nur Joy, Nicole Ashton, David Green, David Fitzgibbon, Matthew Carden, John Wood.

Aurecon and EnergyAustralia presented the project, discussed key issues and outlines proposed
management approaches for aspects of interest to Council.

Minutes from the meeting were finalised and included the following comments relevant to the Traffic
management Plan:

Comment: Council queried EnergyAustralia regarding the use of Council land for a carpark lease.
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Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

Wollongong City
Council

08/09/21

08/09/21

09/09/21

09/09/21

20/09/21

Email: Nicole Ashton
providing direct contact
details

Email: Aurecon
response with
indicative timings for
management plan
submission

Email: meeting minutes

Email: re-attached
management plans and
CoA cross-reference

Email: follow up on
written comments

Response: EnergyAustralia responded and resolved the query indicating that the land was Crown Land so
no further consultation with Council was required

Comment: Council raised issue that one of the bridges was in poor condition and wasn'’t to be used for
construction traffic. EnergyAustralia responded to the issue by acknowledging that this was a footbridge over
the inlet canal and was currently closed. To resolve the issue Council have requested that EnergyAustralia
ensure that bridges used for construction traffic can take the load by reviewing the Traffic Management Plan
any documentation of proposed bridges for heavy vehicle use.

Response: EnergyAustralia has updated the TMP to include a specific safeguard in Table 5-1 ID 4 to review
bridge loadings and to conduct the project so that bridge loadings are not exceeded.

Council requested the next versions of the management plans as well as providing indication of which CoA
relates to which part of the TMP to assist in the TMP review process. This has been resolved in the
correspondence to Council from the 09/09/21.

Email from Nicole Ashton from Wollongong City Council providing preferred contact details

Request to identify which condition Aurecon is providing the information for

Aurecon responding to Wollongong City Council with confirmation/commitment of re-submitting updated
management plans including cross-references to the CoAs within a week

Email to Wollongong City Council and other attendees circulating meeting minutes. Meeting minutes
attached to email

Draft management plans re-attached to email
Email contains a CoA table with cross-references to where this is addressed in the Plan

Attached to the email was a full copy of the current CoAs for the project

Follow up email sent to Council acknowledging key issues raised in the consultation meeting.

Request for expected timing on written comments given no written comments have been received to date.
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Appendix B: Principal Contractor OSOM Transport
Management Strategy
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ROUTE SURVEY |
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH

1.0 SUMMARY

The following route survey is based on data from route surveys conducted during July 2019 and the 2" and
34 of December 2021. In this document we have included the current load dimensions, weights and transport
arrangement drawings in section 2. Four possible routes have been identified. Final route selection will be
subject to bridge assessments and discussions with regulatory bodies.

Option A is via Springhill Rd, Five Islands Rd, Princes Mwy, and contraflow on Princes Hwy to Yallah Bay
Rd.

Option B is via Springhill Rd, Masters Rd, Princes Mwy, and contraflow on Princes Hwy to Yallah Bay Rd.

Option C is via Springhill Rd, Five Islands Rd, contraflow on Princes Mwy, Fowlers Rd, Princes Hwy and
Yallah Bay Rd.

Option D is via Springhill Rd, Masters Rd, contraflow on Princes Mwy, Fowlers Rd, Princes Hwy and Yallah
Bay Rd.

A significant number of powerlines are present along the route surveyed. An additional route survey
conducted by the power company will be required to compliment this document.

Sign posts, temporary concrete barriers, traffic lights and Armco rails that may require temporary removal on
the travel routes to Tallawarra Power Station have been identified. Low clearances for overhead signs and
overpasses have also been identified with directions of travel past these obstacles included.

Overpasses along Springhill Rd and the Princes Motorway have clearances lower than the nominal transport
travel height. The trailer and beam set will be hydraulically altered at these overpasses. Height adjustments
along the Princes Motorway will be made through the trailers hydraulic system.

Solid branches from trees along the route will need to be trimmed to a clearance height to permit transport to
pass along these roads. Trimming should be completed close to the travel timing.
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ROUTE SU

RVEY

PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH

LEMPSeR

2.0 VEHICLE AND LOAD DETAILS

It is proposed that the transport arrangement for the following items will consist of four prime movers pulling
two 2-file x 14-line modular trailers configured in a jinker arrangement, and two 2-file x 12-line modular

trailers configured in a jinker arrangement in the case of item 3.

Dimensions of Transported Item 1: 372 tonne Turbine
Overall Length 10.832m
Overall Height 5.054m
Overall Width 4.954m
Overall Mass 372.0t
Dimensions of Transport Combination: (Item 1)
Combination Overall Length 110.235m
Combination Overall Height - standard 6.006m
Combination Overall Width 6.352m
Combination Overall Mass (incl prime movers) 726.2t
14 Axle Trailer Overall Mass 314.1t 314.1t
Axle Spacing 1.800m 1.800m
Dimensions of Transported Item 2: 365 tonne Generator
Overall Length 12.850m
Overall Height 4.458m
Overall Width 4.160m
Overall Mass 365.0t
Dimensions of Transport Combination: (Item 2)
Combination Overall Length 112.035m
Combination Overall Height - standard 5.318m
Combination Overall Width 5.400m
Combination Overall Mass (incl prime movers) 719.4t
14 Axle Trailer Overall Mass 310.7t 302.7t
Axle Spacing 1.800m 1.800m
Dimensions of Transported Item 3: 250 tonne Transformer
Overall Length 11.000m
Overall Height 4.200m
Overall Width 3.500m
Overall Mass 250.0t
Dimensions of Transport Combination: (ltem 3)
Combination Overall Length 93.300m
Combination Overall Height - standard 5.250m
Combination Overall Width 6.250m
Combination Overall Mass (incl prime movers) 513.7t
12 Axle Trailer Overall Mass 220.1t 220.1t
Axle Spacing 1.800m 1.800m

The overall height may be reduced in some locations to assist in clearing overhead obstacles. Similarly, the
trailer may be raised to assist with ground clearance when crossing any existing road infrastructure.
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH

2.1 PROPOSED TRAVEL ARRANGEMENT
Drawings depicting the transport arrangements for the loads are shown below:
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Transport Arrangement - Item 1: Turbine
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH
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Transport Arrangement - Item 2. Generator
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
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Transport Arrangement - Item 3: Transformer
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

3.0 PROPOSED TRAVEL ROUTE - OPTION A
The route from the Port of Port Kembla, NSW to Tallawarra Power Station, Yallah, NSW will be via the
following roads:

Route Details Estimated Time (hr:min)
Start at Tom Thumb Rd, Port Kembla, NSW 00:00
Turn left and contraflow along Springhill Rd travelling south-west 00:10
Turn right onto Five Islands Rd, continuing contraflow 00:50
Turn left onto Princes Motorway, travelling on correct side of road 01:06
Exit and reverse contraflow along Princes Hwy travelling contraflow 03:16
Turn left onto Yallah Bay Rd 03:38
Finish at Tallawarra Power Station, Yallah, NSW 03:44

The overall travel distance is approximately 18.7 km and would be undertaken in one shift.
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Travel route map image from Google
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

3.1 ROUTE SURVEY DETAILS

KMS COMMENT / PHOTO

0.0 Exit Port Kembla Port via Tom Thumb Rd
- Trees need trimming to allow for a 6 m travel height

Left hand turn using intersection to continue contraflow along Springhill Rd.

Google
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH
KMS COMMENT / PHOTO
OPERATIONAL: Left turn from Tom Thumb Rd to Springhill Rd
Tom Thumb-Springhill Road
Write a description for your map.
0.3

min
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS

COMMENT / PHOTO
0.6 Bridge

Must cross contraflow over bridge heading south-west
Overhead sign will be avoided while travelling contraflow
Trees need trimming to allow for a 6 m travel height
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS COMMENT / PHOTO

0.7 Bridge
- Must cross contraflow over of bridge heading south-west
amyT-

1.0 | Continue through irlters‘ection of Springhill Rd and Masters Rd
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS COMMENT / PHOTO

1.3 |Overhead Sign. Stay to left of sign.

1.6 |Overhead wires present

Overhead wires present

2.0 |Continue through intersection along Springhill Rd
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH
KMS COMMENT / PHOTO

2.1 |Overpass: Foot Bridge
- Bridge height 5.85 m at far left curb, 6.32 m at centre curb, 5.99 m at far right curb
- Stay left beside the centre median

2.6 |Overhead wires present
Bridge over Creek
\\:\}

2.7 |Overhead wires present
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS COMMENT / PHOTO

2.8 |Overpass: Road bridge

- Bridge height clearance 6.45 m far left curb, 5.79 m at centre curb, 6.21 m at far right curb
- Lower transport height to 5.6 m, keep right

—— T

Overpass: Train Bridge

- Correct side: bridge height clearance 6.59 m at far left curb, 6.53 m at centre

- Incorrect side: height clearance 5.72 m at centre curb, 6.44 m at centre lane, 6.52 m at right
curb

- Maintain transport height of 5.6 m and stay right, maintaining clearance from streetlight

- Raise to normal travel height after passing under bridge

2.9 |Overhead wires present
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS COMMENT / PHOTO

3.1 Right hand turn using intersection to Five Islands Rd, continuing to contraflow from Springhill Rd to
contraflow along Five Islands Rd.
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH
KMS COMMENT / PHOTO
OPERATIONAL: Right turn from Springhill Rd to Five Island Rd
Springhill Road - Five Islands Road
Google éarth
3.6 |Overhead wires present
3.9 |Overhead wires present
4.1 High Voltage wires present (high clearance)
4.6 Roundabout: Continuing to contraflow on Five Islands Rd.
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH
KMS COMMENT / PHOTO
4.8 - Travel over median strip to correct side of road. (Refer to Drawing CORNER 04)

- Left hand turn from Five Islands Rd to Princes Motorway correct way travel

— -~
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION

CLOUGH

KMS

COMMENT / PHOTO

OPERATIONAL: Through WRONG side of roundabout, over median strip onto correct side of
road, making left turn from Springhill Rd to Princes Motorway

4.9

Overhead wires present

57

Overpass: Berkeley Rd

- Bridge height 5.317 m at far left curb, 5.856 m at right edge
- Lower transport height to 5.5 m

- Stay far right beside the centre median
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ROUTE SURVEY
PORT KEMBLA TO TALLAWARRA POWER STATION
CLOUGH

KMS COMMENT / PHOTO

6.2 |Overpass: Road Bridge
- 8.6 m clearance at far left curb.
- High clearance overpass, maintain normal travel height.

I T

6.4 |Overpass: Nolan St
- Bridge height 6.41 m at far left curb
- Stay far left of road

7.0 |Overhead wires present

7.5 |Overhead high voltage wires present

ISSUED FOR INFORMATION
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Appendix C: Construction Vehicle Code of Conduct
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Appendix D: Incident notification requirements (major
project approval, Appendix 1)

Written incident notification requirements:

1. A written incident notification addressing the requirements set out below must be submitted
to the Secretary via the Major Projects website within seven days after the Proponent
becomes aware of an incident. Notification is required to be given under this condition even
if the Proponent fails to give the notification required under condition 5.1 or, having given
such notification, subsequently forms the view that an incident has not occurred.

2. Written notification of an incident must:

oo

S@me a0

identify the development and application number;

provide details of the incident (date, time, location, a brief description of what
occurred and why it is classified as an incident);

identify how the incident was detected;

identify when the Proponent became aware of the incident;

identify any actual or potential non-compliance with conditions of approval,
describe what immediate steps were taken in relation to the incident;

identify further action(s) that will be taken in relation to the incident; and
identify a project contact for further communication regarding the incident.

3. Within 30 days of the date on which the incident occurred or as otherwise agreed to by the
Secretary, the Proponent must provide the Secretary and any relevant public authorities (as
determined by the Secretary) with a detailed report on the incident addressing all
requirements below, and such further reports as may be requested.

4. The Incident Report must include:

a.
b.

a summary of the incident;

outcomes of an incident investigation, including identification of the cause of the
incident;

details of the corrective and preventative actions that have been, or will be,
implemented to address the incident and prevent recurrence; and

details of any communication with other stakeholders regarding the incident.
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